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Nominal Voltage 12V
Nominal Capacity(10HR) 50.0AH
Length 257 £3mm (10.11 inches)
Di . Width 132£2mm (5.19 inches)
imension .
Container Height 200+2mm (7.87 inches)
Total Height (with Terminal) 20022mm (7.87 inches)
Approx Weight Approx 17.6 Kg (38.8 Ibs)
Terminal T6
Container Material ABS
53.6 AH/2.68A (20hr ,1.80V/cell,25°C/77°F)
50.0 AH/5.50A (10hr,1.80V/cell,25°C/77°F) . .
Rated Capacity 43.9AH/8.77A (5hr,1.75V/cell, 25°C/77°F) Applications
39.8AH/13.3A (3hr,1.75V/cell,25°C/77°F) .
32.3AH/32.3A (1hr,1.60V/cell,25°C/77°F) ~ * Electric tools
- ¢ Vehiclein place of walking
Max. Discharge Current 600A (5s) o Lawn mowers
Internal Resistance Approx 8.0mQ + Golftrolleysand golfcart
Discharge : -15~50°C (5~122°F) ® Portable apparatus, lights and
Operating Temp.Range Charge : 0--40°C (32~~104°F) instruments;
Storage : -15~40°C (5~104°F) * Electric toys
Nominal Operating Temp. Range 25+3°C (77+5°F ) ¢ lllumination light
Cvele Use Initial Charging Current less than 15.0A.Voltage ¢ Fire alarms
Y 14.4V~15.0V at 25°C(77°F)Temp. Coefficient -30mV/°C ¢ Portable power
. .
Standby Use No limit on Initial Charging Current Voltage Whe.elcha/rs.
y 13.5V~13.8V at 25°C(77°F)Temp. Coefficient-20mv/’c ¢ Medical equipments.
0 o 0,
Capacity affected by 222 2170740 FF)) 183;’
T t °
emperatire 0°C_ (82°F) 86% e semo| (Y,
Leoch LPC series batteries may be stored for up to 6 months
Self Discharge at 25°C(77°F) and then a freshening charge is required. @ & celmee
For higher temperatures the time interval will be shorter. 1sot4001 | ISO9001 —
O 3 B ) arge (A pDere : :
F.V/ITime | 10min | 15min 20min | 30min | 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85Vicell| 73.2 61.6 53.8 38.7 30.8 25.0 15.5 121 9.80 7.96 6.95 5.67 4.72 2.66
1.80V/cell| 93.5 74.4 63.6 45.7 35.8 28.0 16.9 13.0 10.5 8.55 7.45 6.01 5.00 2.68
1.75V/cell | 102.8 81.3 68.4 47 .4 371 293 17.6 13.3 10.7 8.77 7.65 6.11 5.05 2.71
1.70V/cell| 112.0 86.8 71.9 49.4 38.6 30.2 18.3 13.6 11.0 8.99 7.81 6.20 5.10 2.76
1.65V/cell| 120.9 92.3 76.4 52.1 39.6 31.2 18.8 14.2 11.4 9.2 7.98 6.30 5.21 2.79
1.60V/cell| 131.3 98.7 81.4 55.0 413 32.3 19.4 14.6 1.7 9.5 8.16 6.36 5.26 2.81

Constant Power Discharge (Watts/cell) at 25 °C (77°F )

F.V/ITime | 10min | 15min 20min | 30min | 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h
1.85V/cell | 136.6 116.1 102.6 74.4 59.5 48.5 30.2 23.6 19.2 15.6 13.7 11.2 9.3 5.31
1.80V/cell | 172.2 138.2 119.4 86.8 68.6 54.0 32.8 253 20.4 16.7 14.7 11.9 9.9 5.35
1.75V/cell | 186.9 149.5 127.4 89.6 70.9 56.2 33.9 25.7 20.8 171 15.0 121 10.0 5.40
1.70V/cell | 200.8 158.5 133.1 92.9 73.5 57.9 35.2 26.3 21.3 17.5 15.3 12.2 10.1 5.49
1.65V/cell | 215.2 167.4 140.8 97.6 75.1 59.6 36.0 27.4 22.0 18.0 15.6 12.4 10.3 5.56
1.60V/cell | 229.7 176.9 148.4 102.0 77.5 61.2 37.0 28.1 22.6 18.5 15.9 12.5 10.4 5.58
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B T6 Terminal
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Discharge Characteristics
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Charging Characteristics (cycle use)
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Discharge Time

Temperature Effects in Relation to Battery Capacity

20 24 28

Charging Time(hours)

Testing condition

Cycle Life in Relation to Depth of Discharge

Discharging:current 0.17C (FV 1.7V/cell);
Charging:current 2.45V/cell,max. 0.25CA;
Charging volume:125% of discharged capacity.
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Self Discharge Characteristics

No supplementary charge required

(Carry out supplementary charge before use if 100% capacity is required.)

Supplementary charge required before use.Optional charging way as below:
1.Charged for above 3 days at limted current 0.25CA and constant volatge 2.25V/cell.
2.Charged for above 20hours at limted current 0.25CA and constant volatge 2.45V/cell.
3.Charged for 8~10hours at limted current 0.05CA .

Supplementary charge may often fail to recover the capacity.
The battery should never be left standing till this is reached.
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Http://www.leoch.com

HongKong sales office:

Add: Workshop C, 33/F, TML Tower,
No. 3 Hoi Shing Road, Tsuen Wan,
New Territories, Hong Kong

Tel: +852 35786666

Fax: +852 21170016

E-mail: sales.hk@leoch.com
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